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A Priority Rule Search Technique (PRST) heuristic com- 
puter controlled algorithm is disclosed that schedules single 
project, single resource and multiple project, multiple 
resource constrained project scheduiing problems. Primary 
areas of utility include construction, manufactaring and 
research and development projects. Hie invention can 
schedule tasks/activities for large scale, nuiltiplc resource 
and multiple project networks that have different netwcH-k 
and resource constraint characteristics while providing bal- 
ance among different project network characteristics in order 
to provide an effective solution for a variety of netwco-k 
types. The novel PRST algorithm combines four heuristic 
rules (ACTM, LFT, MGRD and MACTRES) to determine a 
priority value for each job task/activity. The priority values 
are ranJoed to determine an optimum schedule of all job tasks 
and activities to complete the entire project The invention 
incorporates the time (ACTM and LFT) and resource 
(MGRD and MACTRES) diaracteiistics of project activities 
into a priority rule based search heuristic to determine an 
activity's priority for scheduling. The PRST scheduling 
invention is con^osed of four priority rules that arc indi- 
vidually weighted and combined. The first two priority rules 
are ACTIM and Late Finish Time (LFT) heuristics. The 
second two priority rules allow for the allocating of limited 
resources to activities that cannot be scheduled concurrently. 
One of these priority rules designated Multiple Greatest 
Resource Demand (MGRD) modifies a Greatest Resource 
Demand heuristic to accommodate a multiple resource case. 
MGRD is scaled measure of the resource demanded for each 
activity. The second priority rule is designated Multiple 
ACTRESS (MACTRES) whiA modifies a ACTRES heu- 
ristic to accommodate the mult^)le resource case. MAC- 
TRES is a measure of the time and resources controlled by 
the activity throu^ the network. Altemativeiy, the schedule 
of each of the job tasks/activities can be scheduled by 
ranking priority values based separately on MACTRES 
computations or MGRD calculations. 

12 Claims, 4 Drawing Slieets 
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PRIORITY RULE SEARCH TECHNIQUE SUMMARY OF THE INVENTION 

FOR RESOURCE CONg^a) PROJECT mflrstobjectiveof thepresentinveDtioaistoprovidean 

algorithm for scheduling a plurality of projects each com- 

This invention relates to project scheduling and produc- 5 P^^S multiple jobs or tasks, 

tion methods and more specifically to a priority rule based s^^ond object of this invention is to provide an 

heuristic algorithm for the efficient scheduling of single and algorithm that mmimizcs tnnc duration project schedule for 

multiple projects with single or multq)le resource require- ^ sequence of job tasks. 

ments. The third object of this invention is to provide a project 

10 scheduling algorithm that looks ahead in time to anticipate 

BACKGROUND AND PRIOR ART and avoid infcasible schedules. 

Large scale commercial construction projects and manu- '>^^^ <>f *f invention is to pix>vide a project 

factui^g projects typicaUy require multiple resources ^feduhng heui^tic that exploits the tmie and resoiffce 

needed to perform jobs that coiipose single or multiple charactenstic^ of projert ne^orks through the use of a 

projects.Thus,eachofthejobsthatcomposetheseprojects pnonty rule based search techmque. 

must be sciieduled. A p-oject can generally be defined as a Hie fifth object of this mvention is toprovide a sdieduling 

nonrcpetitivc group of activities that arc undertaken to algorithm for single resource requirements; 

accomplish an objective within a specific time limit and cost The sixth object of this invention is to provide a sched- 

budgct Effective project management involves the balanc- ^ uling algorithm for multiple resource requirements, 

ing of activities and their budgets. Construction and high The invention is a Priority Rule Search Technique (PRST) 

technology manufacturing projects typically pay significant heuristic computer controlled algorithm that schedules 

bonuses for the early completion of a project. Likewise, single or multiple projects with single or multiple resource 

construction and hi^ technology manufacturing projects constraints. The invention incorporates the time and 

have penalties for a late finish. Generally, commacial ^ resource characteristics of project activities into a priority 

construction and high technology projects axe started based nilc based search heuristic to detennine an activity' s priority 

on bids. Thus, a shorter duration schedule by one bidder can for scheduling. Primary areas of utility indude construction, 

be a tremendous competitive advantage over other biddexs. manufacturing and research and development projects. The 

Rirtiier, the entire time needed to finish a project can allow invention can schedule tasks/activities for large scale, mul- 

for a quicker entry into the market place by a manufacturcL t^ie resource and multiple project networks that have dif- 

Additionally, shorter duration schedules help minimize the fercnt netwbrk and resource constraint characteristics while 

risks of coiBplcting an expensive project by reducing the providing balance among different project network diarac- 

overall costs given today*s high overhead cost for project tcristics in order to provide an effective solution for a variety 

develc^mcnt. of network types. The invention incorporates the time and 

Typical amounts of scheduling solution time for a large 35 resource characteristics of project activities into a priority 

construction and high technology project increase exponen- rule based search heuristic to determine an activity' s priority 

tionally with flie size of the project due to many factors, of for scheduling. The PRST sdieduling invention is composed 

which the scheduling of individual job tasks with resource of four priority rules that are individually weighted and 

requirements is a paramount problem. The solution has been combined by an equal interval search technique. The first 

typically subject to the constraint that each job be scheduled 40 two priority rules are ACTIM and Late Finish Time (UT) 

for completion at or before some prescribed due time or as heuristics. The second two priority rules allows for the 

short a time after the due time is possible. Known practical allocating of limited resources to activities that cannot be 

solution methods generally fall into two categories, one scheduled concutrentiy. One of these priority rules desig- 

category employing pure search techniques, e.g. branch- natcd Multiple Greatest Resource Demand (MGRD) modi- 

and-bound, and the other category using heuristic rules. The 45 fies a Greatest Resource Demand heuristic to accommodate 

techniques in both categories are ad^ted for use on digital a multiple resource case. MGRD is a scaled measure of tiic 

type computers. In spite of the effort to minimize the amount resource demanded for each activity. The second priority 

of computation, the known optimal search techniques suffer rule is designated Multiple ACTRES (MACTRES) which 

from excessive demands on computer time. modifies an ACTRES heuristic to accommodate the multiple 

As to approaches using heuristic rules, most such 50 resource case. MACTRES is a measure of the time and 

^proadies in the an are of the time-progression type where resources controfled by the activity through the network, 

the solution sdicdule is generated stcp-by-stcp. At each step FVirther objects and advantages of this invention will be 

in the solution process, a queue of jobs waits to be initiated. apparent from the following detailed deso^tion of a pres- 

Thc choice of which job to initiate next at each machine is cntiy preferred embodiment which is illustrated schemati- 

based on heuristic rules, e.g. choose the job with the closest 55 cally in the accompanying drawings. 

due time. While such heuristic ^proaches require less 

computing time as compared to tiie optimal search BRIEF DESCRimON OF THE HGURES 

tediniques, they fail to provide good schedules. One reason 3 flowchart on the PRST project 

for the failure of such approaches is tiicir failure to account scheduling algoritimi invention. 

for multiple resource requirements and to anticipate future 60 jui***!.^ ^-^«*t.<.TO«rr 

bottienecks. Examples of prior art systems ha^ng these ^^^^^!^ sea)nd hatf of the flow chart on the PRCT 

problems includeTu.S. Pat Nos. 4,700318; 4,896269; P^^J^ scheduhng algonthm invention. 

5,040,123; and 5,148370. Existing Commercial Off The FIG. 2 is a diagram illustration of a computing system on 

Shelf (COTS) Project software such as Microsoft Project which the aigoritiim of tiie present invention can be suc- 

and Artemis cannot be used with multiple project and 65 cessfuUy utilized. 

multiple resource constraints on the project that needs FIG. 3 is an overview of activities/tasks that composes an 

scheduling. exeir^lary project to be scheduled by the subject invention. 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Before explaining the ddsclosed embodiment of the 
present invention in detail it is to be understood that the 
invention is not limited in its application to the details of the 
particular arrangement shown since the invention is capable 
of other embodiments. Also, the terminology used herein is 
for the purpose of description and not of limitatLon. 

This PUST scheduling invention can be used in an algo- 
rithm form where priority rule values are determined for 
each activity and task that compose a project The algorithm 
can be utilized by personal computers, worliistations or 
mainframe conq)uter systems such as but not limited to an 
IBM con^)atiblc 486, and the like. The methodology for 
implementation for any priority rule based heuristic sched- 
uling method can be summarized as follows: 

1. Solve a project network using the critical path method 
(chart the minimum tasks/activities sequential comple- 
tion order (FIG. 3)) while tracking required completion 
times and resources for each activity and task. 

2. Determine the priority rule values for each activity and 
task. 

3. Rank the activities/tasks in order of the priority rule 
value. 

4. Schedule the activities/tasks in priority order while 
maintaining the precedence relationships for the project 
network and satisfying resource constraints. 

Priority rule values in the subject invention are deter- 
mined by the novel PRST scheduling invention. The PRST 
scheduling invention is composed of four priority rules that 
are combined through an equal interval search technique. 
The first two priority rules are ACITM and Late Hnish Time 
(LFT) heuristics. The second two priority rules allow for the 
allocating of limited resources to activities that cannot be 
scheduled concurrently. One of these priority rules desig- 
nated Multiple Greatest Resource Demand (MGRD) modi- 
fies a Greatest Resource Demand heuristic to accommodate 
a multiple resource case. MGRD is a scaled measure of the 
resource demanded for each activity. A second priority rule 
is designated Multiple ACIRES (MACTRES) which modi- 
fies a ACTRES heuristic to acconunodate the multiple 
resource case. MACTRES is a measure of the time and 
resources controlled by the activity through the network 
The four priority rules are combined through an equal 
interval search technique by linear weighting. The PRST 
priority value is computed as follows; 

PRSI^[x ACnM>Hl-x)CMACTRES)Ml->»')WMGRD>4- 

A description of the four priority rules will be followed by 
apreferred embodiment showing the flowchan for the PRST 
heuristic. 
L ACITM. 

ACITM is the Critical Path Time minus the Latest Start 
Time of an activity. Thus, ACITM is the maximum time each 
activity controls through a network on any one path. Tlie 
critical path time and late start time for each activity are 
computed through application of the critical path method to 
the project network. Each job or activity would have an 
ACITM value computed. The PRST algorithm utilizes diis 
ACTEM value to help estabHsb priorities among activities 
for scheduling purposes, 
n. Late Finish Time (LFT). 

Under LFT. priority is given to activities with the lowest 
value of late finish time. LFT is computed through applica- 
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tion of the critical path method to the project network. Each 
job or activity would have a LFT value conq)Uted. The PRST 
algorithm utilizes this LFT value to help establish priorities 
among activities far scheduling purposes. 

3 m. Multiple Greatest Resource Demand (MGRD). 

MGRD modifies a Greatest Resource Demand (GRD) 
heuristic to accommodate a multiple resource case. MGRD 
is a scaled measure of the resource demanded for each 
activity. The GRD heuristic is computed by totaling all of the 
resource requirements for each activity. Each job or activity 
would have a GRD value computed. For MGRD, the GRD 
priority rule is modified specifically for the multiple 
resource case in two ways. The first modification consists of 
scaling the resource requirements. The scaling consists of 
assigning the maximum resources available for a resource 
type a value of 100 and then each resource requirement of 
that type for a given activity is appropriately scaled as a 
percentage of the maximum amount of available resources. 
For exan^le, if a project had 10 units available for resource 
type B and activity one required nine units of resource type 

20 B, then its scaled resource consuiiq>tion value would be 90. 
This feature is in^xnrtant because resource consumption 
levels among different resource types cannot be directly 
equated in a muitipie resource project 
Note that even with appropriate scaling, the modified 

25 GRD only considers the total demand for resources. For 
example, if activity A required six units of resource from a 
single resource type, activity B requires two units of 
resource firom three different resource types and activity C 
required one unit of resource from six different resource 

30 types, then all of the activities would have the same GRD 
value. It was hypothesized and proven that as the number of 
different resource types required by an activity requires 
increases, the greater will be the need to schedule that 
activity earlier. To reflect this priority, the modified GRD for 

35 each activity is multiplied by a resource type convexity 
factor designed as gairuna (7) prior to normalizing on a 0 to 
100 scale over all activities. Gamma is assigned to be a 
non-decrementing function of the number of resource types. 
The resulting priority rule is designated as MGRD. In the 

40 example, the use of an inaeasing complexity factor y would 
give additional priority to activity B and C la the scheduling 
sequence. Activity C would be ranked first, activity B 
second and activity A would be ranked third although all the 
activities require six total units of resource. 

45 Each job or activity would have a MGRD value com- 
puted. The ¥RST algorithm utilizes this MGRD value to 
help establish priorities among activities for scheduling 
purposes. 

IV. Multiple ACTRES (MACTRES). 

50 MACTRES is a modification of die ACTRES priority 
role. ACTRES is computed by multiplying the activity 
duration by the number of resource units for that activity and 
then adding the maximum of the ACTRES values following 
that activity in die project network. Each job or activity 

55 would have a ACTRES value computed. ACNES is modi- 
fied to incorporate multiple resource types by use of scaling 
in the same manner that MGRD accounts for multiple 
resources. The resources available for each resource type is 
assigned a value of 100. Each activity is assigned a resource 

60 value for each resource type in proportion to the resources 
required. The resource values are added for each activity and 
multiplied by the activity duration. The resulting products 
are normalized for all activities. The new version will be 
designated as MACTRES and is the activity duration mul- 

65 tiplied by the sum of the scaled resource requirements for 
that activity and then adding the maximum MACTRES 
value following that activity. 



08/16/2004, EAST Version: 1.4.1 



5,671,361 



Each job or activity would have a MACTRES value 
coiiq>uted. The PRST algorithm utilizes this MACTRES 
value to help establish priorities among activities for sdied- 
uling purposes. 

PRST ALXiORnmi 

For each job task we compute a priority rule value for 
eadi job task in accordance with the equation: 

PRST=H{;<ACTIM>+(l-;cXMACniES)Mi-*')b<MGIU>> 



10 



15 



20 



23 



30 



35 



where: 

w=a variable that is incremented between 0 and 1 in order 
to conduct an equal interval search of PRST priority 
rule values for different values of w, x and y. 

x=a variable that is incremented between 0 and 1 in order 
to conduct an equal interval search of PRST priority 
rule values for different values of w, x and y. 

y=a variable that is incremented between 0 and 1 in order 
to conduct an equal interval search of PRST priority 
rule values for different values of w, x and y, 

ACnM=critical path time— Late Start Time for each 
activity 

MACTRBS^e activity duration multiplied by the sum 
of the scaled resource requirements for that activity and 
then adding the maximum MACTRES value following 
that activity. 

MGRD=the sum of the scaled resource requirements for 
an activity multiplied by the resource type coiiq>lexity 
factor for that activity. 

LFr=Late Finish Time. 

FIGS. lA and IB are used to run the PRST algorithm, 
FIG. lA is the first half of a flowchart 100 on the PRST 
project scheduling algorithm invention. HG. IB is the 
second half of the flow chart 100 on the PRST project 
scheduling algorithm invention. In element 10, this step 
inputs the project network data, and precedence relation- 
ships and initializes program variables such as activity 40 
duration. In element 20, this stqi uses the data from step one 
to calculate the critical path of the network. In element 30, 
this stqp uses the project network critical path data and 
activity resource requirements to calculate the ACTIM, 
MACTRES, MQRD and LFT priority rule values for each 43 
activity. In element 40, this step sets eadi of the weighting 
variables for the equal interval search to zero. The variables 
will later be incremented independently in 0.1 increments 
until all three variables have a value of 1. Element 50, 
connects the steps from the page containing FIG. lA to the 
page containing FIG. IB. In element 60, this step checks to 
see if the w value is 1. The logic here is that if w=l, x and 
y are also 1 and the search is essentially complete and we 
transfer to element 170. w is not 1, we go to element 70. 
In element 70, this st^ checks to see if the value of x is 1. 
If X is 1, we go to element 150, if not we go to element 80. 
In element 80, this step checks to see if the value of y is 1. 
If y is 1, we go to element 130, if not, we go to 90. In element 
90, this step calculates the PRST priority rule value based on 
the cuxrent value of the variables w, x and y. In element 110, 
this step sdiedules the network based on the PRST priority 
lule values for each activity. In dement 120, this step has the 
y value inaemented by 0.1. In element 130, this step the x 
value is inaemented by 0.1, the incremented weight is x by 
0.1. In element 140, this step sets the y value to zero. In 
elment 150, in this step the w value is incremented by 0.1. 
In element 160, this step sets the y and x value to zoo. In 



element 170, this step essentially searches the one thousand 
project schedules generated for the one with minimiim 
project duration. In element 180, this step prints the best 
schedule. 

FIG. 2 is a diagram illustration of a con^)Uting system on 
which the PRST algorithm of the present invention 600 can 
be successfully utilized. The data input variables for the 
project to be scheduled above can be entered into the 
computer 640 through an ii^nit device sudi as a keyboard 
610. The con^uter 640 used to execute the PRST algorithm 
can be an IBM PC/AT porsonal computer. A final conflict 
free schedule can be displayed on a CRT or graphics display 
650 and/or printed out on a printer such as a Hewlett Packard 
Laser Printer and the like. The program embodying the 
novel PRST algorithm can be written in a conventional 
programming language such as "C* 

The precedence relationship of an exaiEple project will be 
shown in FIG. 3. Referring to FIG. 3, the numbers and letters 
inside the drcles represent each activity and task that 
composes die project The term activity and task will be used 
interchangeably here. For purposes of this example, the FIG. 
3 project can be a construction project that includes: 

Al=Dummy Start Task Set to 0, 

B2=Laying the foundation, 

C3=Constructing roof trusses, 

IMs^'ouring cement for the driveway, 

ES=Raising the walls, 

F6=Raising the roof, and 

G7=Dunmiy finish task set to 0. 
Hie arrows coming from an activity indicate the activities 
that succeed that activity. The airows going into an activity 
indicate the activities that precede an activity. The resource 
requirements for each activity in die project are shown 
below: 

TABLE 1 



50 



55 



60 



65 



Activity 


Activity 


Resource 


ResoUToe 


Resource 


Number 


Duration 


lypcl 


Type2 


lypeS 


Al 


0 


0 


0 


0 


B2 


1 


2 


2 


1 


C3 


2 


0 


2 


1 


D4 


2 


3 


3 


3 


BS 


3 


2 


1 


3 


F6 


2 


1 


1 


0 


G7 


0 


0 


0 


0 



The columns of the resource requirements are defined as 
follows: 

Activity Duration=Time requirement amount required to 
perform an activity/task in a uniform unit amount (ie., 
hr., sec. etc.) 

Resource T^P^ ^ what type of resource is necessary to 
do the worit (Lc., for example: Resource TVpe 1 can be 
Tntcks, Resource Type 2 can be workers, Resource 
T^e 3 can be money) 
In the above table Activity B2 had an Activity Duration of 
1 time unit, and required 2 trucks (Resource Type 1), 2 
unskilled laborers (Resource IVpe 2), and 1 craftsman 
(Resource Type 3). 

The activity duration and precedence relationships allow 
for the application of the critical path m^od for the 
unconstrained resource case (unlimited resource 
availability). The critical patii method results in the follow- 
ing values for early start time, late start time and late finish 
tune: 
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TABLE 2 



Activity 


Early Start 


Late Start 


LateHnish 


Number 


Tmt 


Hme 


lime 


Al 


0 


0 


0 


B2 


0 


0 


1 


C3 


0 


2 


4 


D4 


1 


4 


6 


£5 


1 


1 


4 


F6 


4 


4 


6 


G7 


6 


6 


6 



where: Eady Start Hme =0 The earliest time you cast start an activity/taslc 
Late Start Time = The latest time you can start an activity/task. 
Late Hni^ Time = The latest time an activity/task can be finished 



The resource availability (Total Number of paiticular 
Resource Type available) for this project is as follows: 



Resource 


Resource 


Resource 


lype I 


Type2 




5 


5 


3 



CThus, if Resource TVpe 1 is trucks, then there are 5 tmdcs 
available for the project) 

The PRST algorithm can now be conq)Uted. FRST is 
composed of the four priority rules ACTEM, MACTRES, 
MGRD and LFT. We would first conqiute the values of these 
priority rules for each activity in the networlc 

ACITM is equivalent to scheduling by LST so the ACITM 
values for the networic would be equivalent to LST. Once 
these values are determined they are normalized on a zero to 
100 scale so they may be combined effectively via linear 
wdghting. Tlie values for the network are shown in the 
following table. 

TABLES 



Activity Late Start Normalized 

Number Tune ACIIM (Late Start Time) 



Al 


0 


0 


B2 


0 


0 


CI 


2 


33 


D4 


4 


67 


E5 


1 


17 


F6 


4 


67 


G7 


6 


LOO 



8 



TABLE 4 



s 





Resource 


Resource 


Nomialized 


Activity 


lypel 


Typel 


Resource 


Number 


Required 


Available 


Typel 


Al 


0 


5 


0 


B2 


2 


5 


40 


C3 


0 


5 


0 


IM 


3 


5 


60 


E5 


2 


5 


40 


F6 


1 


5 


20 


G7 


0 


5 


0 



13 TABLE 5 



20 



25 



30 





Resource 


Resource 


Normalized 


Activity 




Type2 


Resource 


Number 


Required 


Available 


Typel 


Al 


0 


5 


0 


B2 


2 


5 


40 


C3 


2 


5 


40 


D4 


3 


5 


60 


£5 


1 


5 


20 


F6 


1 


5 


20 


C37 


0 


5 


0 


TABLE 6 




Resource 


Resource 


Normalized 


Activity 


Type3 


Type3 


Resource 


Number 


Required 


Available 


Types 


Al 


0 


3 


0 


B2 


1 


3 


30 


C3 


1 


3 


30 


04 


3 


3 


100 


E5 


3 


3 


100 


F6 


0 


3 


0 


G7 


0 


3 


0 



40 



45 



50 



TAB1£7 




Normalized 


Normalized 


Normalized 


Summed 


Activity 


RescFuroe 


Resource 


Resource 


Resource 


Numbo: 


Typel 


TVpel 


Types 


VOue 


Al 


0 


0 


0 


0 


B2 


40 


40 


30 


110 


C3 


0 


40 


30 


70 


D4 


60 


60 


100 


220 


ES 


40 


20 


100 


160 


F6 


20 


20 


0 


40 


G7 


0 


0 


0 


0 



MACTRES is the activity duration multiplied by the 
activity resource requirements plus the maximum ACTRES 
value following that activity. Before the duration can be 
multiplied by the resource requirements those requirements 
must be combined. The first step in combining the resource 
requirements is to normalize them in conq>arison to the 
resource availability for that resource type on a zero to 100 ^ 
scale. For example, if an activity required 5 units of 
resources of resource type 1 and ten units of resource type 
1 were available^ it would have a value of 50 for resource 
type 1. This normalized value would then be summed with 
the other resource types for the activity. The table below 65 
shows these normalizing calculations for resource compu- 
tation for each activity in the network. 



TTie summed resource values are now multiplied by the 
activity duration for each activity. The results are in the table 
below. 



TABLES 









Resources 






Summed 


Multiplied 


Activity 


Activity 


Resource 


by 


Number 


Duration 


Value 


Duration 


Al 


0 


0.0 


0.0 


B2 


1 


1.1 


1.1 


C3 


2 


0.7 


1.4 


04 


2 


Z2 


4.4 


E5 


3 


1.6 


4.8 
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TABLE 8-continued 









Resources 






Summed 


Multiplied 


Activity 


Activity 


Resource 


by 


Number 


Duiatiaii 


\Wue 


Duration 


F6 


2 


0.4 


0.8 


G7 


0 


0.0 


0:0 



We now add the resources multiplied by duration to the 
largest resources multiplied by duration of all activities 
successon in the network and then normalize these activities 
for the final MACTRES values for each activity as shown in 



the able below. 












TABLE 9 








Resources 


Largest 


Raw 


KoimaHzcd 


Activity 


Multiplied 


Following 


MACTRES 


MACTRES 


Numbo- 


By Duratica 


VWuc 


\&luc 


VUue 


Al 


0.0 


6.7 


6.7 


100 


B2 


1.1 


5.6 


6.7 


100 


C3 


1.4 


0.8 


2.2 


33 


D4 


4.4 


0 


4.4 


66 


ES 


4.8 


0.8 


5.6 


S4 


F6 


0.8 


0 


0.8 


12 


G7 


0.0 


0 


0.0 


0 



MGRD is the greatest resource demand heuristic. It is 
conq>uted by using the summed resources taken from table 
8 and multiplying those factors by a resource type complex- 
ity factor that provides increased priority to activities that 
require more different types of resources. 



TABLE 10 



Activi^ 
Number 


Summed 
Resource 
Wue 


Number of 
Resource 
types 


After 
Applicatioin 
of Resource 

1^ 
Complexity 
Factor 


NonnaHzed 
MGRD 


Al 


0 


0 


0 


0 


BZ 


no 


3 


119 


so 


C3 


70 


2 


73 


31 


D4 


220 


3 


238 


100 


E5 


160 


3 


173 


73 


F6 


40 


2 


42 


18 


G7 


0 


0 


0 


0 
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TABLE 12 



5 





Konnalized 


Nonnalized 


Nonualized 


Noimalized 


Activity 


ACIM 


MACTHES 


MORD 


LFT 


Number 


Value 


Value 


Vahic 


Wue 


Al 


0 


100 


0 


0 


B2 


0 


100 


50 


17 


C3 


33 


33 


31 


67 


D4 


67 


66 


100 


too 


E5 


17 


84 


73 


67 


F6 


67 


12 


18 


100 


G7 


100 


0 


0 


100 



We can now use tiie PRST algorithm and begin the equal 
15 interval search technique. As you recall, PRST is defined as 
follows: 



PRST^j<ACnMKM(MACTRES)Hl-H')[y(MGRD>f 
(l^XLFT)) 

^ The equal interval search technique is implemented by 
setting the values of w, x, and y equal to zero and stepping 
through in 0.1 increments from 0 to 1. At each increment a 
schedule is generated and the schedule length is determined. 
The schedule with the lowest lengtii is tiien used as the basis 

^ for determining activity sequence. For example with w^.8, 
x=0.2, and y=0.5. PRST would be conqiuted for eadi 
activity. Activity 3's PRST value would be computed as 
follows: 

30 PRST=O.8[0.2(ACnM>Hl-0.2)CMACniES)]+ 
(1-0.8 UOJ ( MGRD>+<l--05XlFn] 

substituting in the priority rule values for activity 3. 

PRST^.8[0.2(33>+<l-O.2)(33))+[l-«.8][0.5(31>+<l-O^(CT)l 

35 

PRST=36 

This raw value of PRST would then be ncnnatized on a 
0 to 100 scale along witii all the other PRST values for the 

4Q ottier activities. The activities would then be scheduled in 
PRST order as their early start time permits. (This means the 
precedence relationship of the project cannot be violated, 
ie., you cannot put the roof of the house up before you 
install the walls). 

43 With an increment value of 0. 1, 1000 schedules would be 
generated. The shortest schedule would then be ou^utted 
with the sequence including start and finish times for each 
activity. 



LFT values were determined through application of the 
critical path method. These values just need to be normal- 
ized so they can be effectively combined via linear weight- 
ing. 

TABLE 11 



Al 0 0 

B2 1 17 

C3 4 67 

D4 6 100 

E5 4 67 

F6 6 100 

G7 6 100 



We have now obtained all of the priority rule values which 
arc shown in the table below. 



Activity PRST Start PRST 

Nuoiber Time Finishllme 

Al 0 0 

B2 0 1 

C3 0 1 

D4 5 5 

5 7 

2 7 

7 7 



Note die finish time of the last activity is the finish time 
of the project In this case, the finish time is 7 time units. This 
happens to be the optimal (best achievable) finish time for 
this particular problem. The optimal solution for this prob- 
lem can be computed because of its small size. 

While the preferred embodiment describes ranking prior- 
ity values based on the novel PRST algorithm, the invention 
can generate a project schedule based on other priority 



30 



55 



' ■ E5 

Activity Late Finish NatmaSzed pg 

Number Tune LFT ^ 



60 



65 
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values. The calculations separately dctennined by cotnput- tasks and multiple resources in order to minimize overall 

ing MACTRES values or MGRD values can also be ranked duration time of the project, comprising the steps of: 

to determine a project schedule of the job tasks and activi- (a) determining all individual job tasks required for a 

ties. project; 

Utilizing a computer system oftWs type the jobs or tasks 5 determining all resources necessary to compete each 

that compose a project can be scheduled m a matter of j^^^ ^ ^ 

minutes. The schedule would show the sequence and start , ^ , , . . ^ . ^ ^ • ^ 

and finish times for each activity. calculatmg tunc duration of each job task; 

The invention has utility as a Commercial Off The Shelf (d) calculating latest time each job task can be started; 

(COTS) Project software by itself or as an add-on to existing lO (e) calculating latest time each job task can be finished; 

software packages such as Microsoft Project 22B or Arte- (f) determining priority rule values for eadi job task based 

mis. on the resources, the time duration, the latest start time 

While the invention has been described, disclosed, illus- and the latest finish time of each job task; 

tiated and shown in various terms of c^ «^bocUments or ^ ^ ^ ^^^^ ^ ^ 

modifications which It has presumed u practice, the scope 15 rule values* and 

of the invention is not intended to be, nor should it be ^ . ' ^ . . , ^ 

deemed to be, limited thereby and such other modifications *> 'c^f^f 8 ^e job tasks based on the ranking of the 

orembodimentsasmaybesuggestedbytheteachingsherein job tasl^, wherein duration tune to complete the 

are particularly reserved espedaUy as they faU within the , S?"" 'f^^: ,. . , . , ... , 

breadth and scope of the claims here appended. 20 5- Th" ^^^^ ?^ scheduhng job tasks and acUviUes of 

We claim* clami 4, wherem the job tasks include: 

1. A method of scheduling job tasks and activities of activities of the project 

construction, manufacturing, research, and development ^» The method of scheduling job tasks and activities of 

projects to minimize overall duration time of the projects, claim 4, further conpising: 

comprising the steps of: 25 calculating an ACTIM value for each job task, where the 

(a) identifying all job tasks of a project to be scheduled, ACITM value is critical path time minus late start time 
wherein the project is chosen from at least one of: a 

construction project, manufacturing project, research The method of scheduling job tasks and activities of 

project and development project; claim 6, further comprising: 

(b) identifying all resources available for the project to be calculating a MACTRES value for each job task, where 
scheduled* MACTRES value is the task duration multiplied by 

(c) identifying time values for completing each task for *f ."^ requirements for Ac 
the project to be scheduled: °^ Jn^ximum value followmg the 

task. 

(d) computing a priority m<kx value for each job task in 35 g ^h^ ^^^^^ scheduling job tasks and activities of 
accordance with the equation: daim 7, further comprising: 

/'iOT=HfjtC4C77AOHi-^)(Aii4C77ZES)Mi-wlb<wc«D>f- calculating a MGRD value for each job task, whae the 

(i~y){LF7)] MGRD value is sum of scaled resource requirements 

for the activity multiplied by resource type coinplexity 

where: 40 

w is a variable incremented between 0 and 1, 9. The method of scheduling job tasks and activities of 

X is a variable incremented between 0 and 1, claim 8, wherein step (f) of determining the priority rule 

ACnM is critical path time minus late start time for values further includes: 

each task, computing a priority index value for each job task In 

MACTRES is the task duration multiplied by the sum accordance with the equation: 
of the scaled resource requirements for the task, plus 

addition of maTiTnuTn MACTRES value following PRST=iv[jiiACIM^l-xXAiACTRES)W-w)ly(MGRD)i- 

the task, (^->Xi^l 

MGRD is sum of scaled resource requirements for the where* 

to 5 to^S^ complexity fac ^ ^ ^^^^^ incremented between 0 and 1, 

LFT is the latest finish time to conq)lete tiie task; and variable incremented between 0 and 1, and 

(e) fffoviding a schedule of job tasks based on the priority V variable incremented between 0 and 1. 

index values for each task, wherein the all job tasks for 55 ^ method of scheduling job tasks and activities of 

the project are in one schedule which minimizes the construction and manufacturing projects having multiple job 

duration time to complete the project. multiple resources in order to minimize overaU 

2. The method of scheduling job tasks and activities of duration to complete the projects, comprising the steps 
construction and manufacturing projects of claim 1, wherein 

the project to be scheduled includes: ^ (a) determining each job task and each activity to be 

multiple projects. required for a project; 

3. The method of scheduling job tasks and activities of (h) determining all resources necessary to complete each 
construction and manufacturing projects of claim 1, wherein job task and each activity; 

the resources indudc: (c) calculating time duration of each job task and each 

multiple resources. 65 activity; 

4. A method of sdieduling job tasks and activities of (d) calculating latest time each job task and each activity 
construction and manufacturing projects having multiple job can be started; 
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(e) calculatLDg latest time each job task and each activity 
can be finished; 

(f) detennining a priority rule value for each job task and 
each activity based on the resources, the time duration, 
the latest start time and the latest finish time; 

(g) ranking the job tasks in order of each of the priority 
role values; and 

(h) scheduling the job tasks based on the ranking of die 
job tasks, wherein time duration to complete the project 
has been minimized. 

11. The m^od of scheduling job tasks and activities of 
construction and manufacturing projects of claim 10, 
wherein stqp (f) includes: 
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calculating a MACTRES value for each job task, where 
the MACTRES value is the task duration multiplied by 
the sum of the scaled resource requirements for the 
task, plus addition of maximum value following the 
5 task. 

12. The method of scheduling job tasks and activities of 
construction and manufacturing projects of claim 10, 
wherein step (f) includes: 
calculating a MGRD value for each job task, where the 
MGRD value is sum of scaled resource requirements 
f tiic activity multiplied by resource type complexity 
factor of the task. 

***** 
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